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Custom-Fabricated Vinyl Stair Tread — fabricated from customer-specified resilient flooring material.
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1. Product Description

Custom-fabricated stair tread manufactured from customer-specified resilient vinyl flooring. Treads are
fabricated to provide a finished stair solution with integrated nosing and riser return, designed to meet ADA
2010 and applicable IBC stair dimensional requirements when properly installed. Intended for multifamily,
commercial, hospitality, healthcare, and institutional applications.

2. Profile Dimensions (for 7" vinyl plank)

Dimension Size
Tread Depth (Horizontal Run) 7"
Extended Nose Return 41/2"
Total Horizontal Coverage 11 1/2"
Overall Rise Height 2 1/4"
Interior Rise Clearance 13/4"
Bottom Return Lip 1"

Custom dimensions available upon request.

3. Material
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Fabricated from customer-specified resilient vinyl flooring material. Material performance characteristics —
including slip resistance (DCOF/SCOF), flame spread / smoke development, VOC emissions, and wear
resistance — are based solely on the published technical data of the specified flooring manufacturer.

4. Compliance

This fabricated tread profile is designed to meet the 2010 ADA Standards for Accessible Design (stair
provisions) and applicable International Building Code (IBC) stair dimensional requirements when installed
in accordance with manufacturer guidelines and project specifications. Surface performance
characteristics (including slip resistance and fire performance) depend on the specified flooring material
manufacturer's published test data.

5. Installation

* Substrate must be clean, smooth, dry, and structurally sound.

* Install using adhesive recommended by the flooring manufacturer for stair applications.

* Follow the flooring manufacturer's guidelines for environmental conditions and cure times.

* Installer is responsible for verifying stair dimensions comply with local code requirements.

6. Lead Time

Standard production lead time is approximately 2 weeks for orders up to 2,000 units. Expedited production
available based on schedule.

7. Warranty

Fabrication workmanship warranty: 1 year, covering defects in fabrication under normal use conditions.
Performance of the base flooring material is covered solely under the original flooring manufacturer's
warranty.

8. Limitations

This product is fabricated from customer-supplied or customer-specified materials. The fabricator assumes
no responsibility for the inherent performance characteristics of the specified flooring material.

9. Ordering Information

* Provide flooring manufacturer and product name

* Provide color selection

*  Confirm stair dimensions

*  Confirm quantity

*  Confirm project delivery schedule
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